ROGUEENGINEER:

COCKTAIL GARDEN BAR

BUILD TIME = 1 DAY | EST. COST TO0 BUILD = $75 (LUMBER ONLY) | SKILL LEVEL = BEGINNER
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REQUIRED TOOLS

[CJ HD Pocket Hole Jig
] Drill / Driver

D Miter Saw

[ Biscuit Joiner

] Tape Measure

] Pencil

[] Safety Glasses

D Hearing Protection

MATERIALS

[JQoty6 - 2x10x8'
Joty1 - 2x4x8

] 2-1/2" HD Pocket Screws
] #20 Biscuits

[J Wood Glue
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CUT LIST

2x10 x 8 (Qty 6)

ROGUEENGINEER:
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2x4x8

Cut list and assembly instructions are based on 2x10s with an actual dimension of 1-1/2"x9-1/4". If
the dimensions of your boards differ then adjust accordingly. Also make sure to allow ample time for
wood to dry before starting your project.

2



ROGUEENGINEER:

Step 10 Assemble Panels

Opticnal Tin by Back
45 deg chamfer 2% 10 x 46"
2x10x22-1/2° ) v \\L 6 PL)

(8 PL)

Optional lin by
25 geg chamfer

Sides \

&

Front

Drill pocket holes

(HD recommended) and cut slots
for #20 biscuits then assemble with wood
glue, 2-1/2” pocket screws and #20 biscuits.

Step 2: Attach Front to Sides

Attach front to sides using
existing pocket holes and
2-1/2” pocket screws.




ROGUEENGINEER:

Step 3 Install Planter Bottom

Flush with bottom
of second row

Drill pocket holes and
install planter bottom with
2-1/2" pocket screws.

Note: It may be helpful to not secure to the sides until step 4.

Step 4 Install Back

2x 4 x 46"

(Middle of 2x10.
Location not crucial.)

Drill pocket holes and install
back and lower supports using
2-1/2" pocket screws.
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Step 5: Install Bar Top

2x10x 46"

1" from top of sides

1/2" from front of sides

Drill pocket holes and
install bar top using
2-1/2" pocket screws.




